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SUMMARY

Results are presented of a fatigue investigation conducted on the
wings of C-46 "Commando" airplanes. Constant-amplitude tests were con-
ducted by the resonant-frequency method at four different alternating
load levels about a 1 g or level-flight mean load.

All fatigue Tailures were classified according to the type of struc-
tural stress raisers in which they originated. Effective stress-
concentration factors were determined for all failures and were found to
vary with the load level. The scatter in fatigue life was analyzed sta-
tistically end found to be comparable to the scatter obtalned in tests
of small specimens of the same type of materiel as that from which the
wing was constructed.

Fatigue-crack propagation was investigated and it was found that
all cracks grew slowly until a certain critical percentage of the struc-
ture had feiled, after which the cracks grew rapidly. This critical
percentage was found to vary inversely with the load level. The load-
lifetime relstionship of the test structure was established and found to
compare favorasbly with that of several other full-scale structures which
have been subjected to fatigue tests.

Two appendixes are included which present information on the use
of bonded wires to detect small fatigue cracks and the use of fiber glass
as a method of structural repair.

INTRODUCTION

Few fatigue tests have been conducted on actual airplane structures,
and most of the tests that have been accomplished were directed at the
solution of some particular problem. In view of the general lack of
information regarding the fatigue characteristics of complete airplane
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structures, twenty-one C-46 "Commendo" airplenes were secured for the pur-
pose of carrying out a fatigue investigation of full-scale airplane wings. _
The objectives of the program were to include the determination of the .
following: (1) the scatter in fatigue life ‘between structures fabricated
in an identical memer, (2) the relative magnitudes of stress concentra-
tion caused by verious types of stress ralsers existing in aircraft struc-
tures, (3) the rate and manner of fatigue-crack propagation, (4) the
reduction in static strength after fatigue failure, and (5) the loss in
fatigue 1life associated with the flight history which an airplane has
experienced. These objectives were to be fulfilled by conducting, on
the C-L6 wings, a number of constant-level tests at each of several aif-
ferent load levels and a series of variable-amplitude tests, based on
gust-frequency data, to simulate actual flight loadings.

This report supersedes reference 1 and presents the results of
constant-level tests of eight complete wings conducted at four different
alternating-load levels. The results of these tests provide information
on the first three listed objectives. Included in this report are the
data presented in reference 1 which covered tests at one load level, all
subsequent data at other test levels, and a summary of all 1nformatlon
and conclusions to date for the program. The besic informaetion is sum-~
merized in tabular form and derived dats such as scatter in lifetime,
effective stress-concentration factors, loaed.lifetime relationships,
and information on fabigue-crack propasgation are included. Appendix A,
which deals with the use of bonded wires to-detect fatigue cracks, and
appendix B, which deals with the use of laminated fiber glass for struc-
tural repair, are included because of interest expressed in these subjects.

SPECIMENS AND PROCEDURE
C-46 Structure .

The C-46 wings used in these tests had previously been subjected
to from 200 to 940 hours of flight service and storage for several years
in an open depot.

The wing was of all-metsl, rlveted, stressed-skin construction and
was made almost entirely of 24S-T clad material. The complete wing con-
slsted of a center section and two outer panels. Some of the detalls
of construction are given in reference 1, and typical cross sections of
the structure are shown in figure 1.

Some geometric characteristics of the wings as well as other perti-
nent data for the C-U6 airplane are given in the following table:
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Meximum design gross weight, 1b . . . « « ¢ ¢ v v « v o « « « « « 45,000
Design level-flight equivalent airspeed, mph - o
Wing area, sq ft . . . . . .- . et e e e e e e e e e v . s 1,360

Wing span, ft . . . . . e e e e e e e e e e s e e e e s e .. 108
Mean aerodynamic chord, in s Y=L
Aspect ratio . . . e e . ot s e e s e e ... .8.58
Thickness at center section, percent chord . Iy

Design ultimate 1oad faCtOr « « o &« « o 2 o « o s « o « o o« « o« « « 1.63

In testing the first few specimens it was found that, under the test
loading, fallures sometimes occurred in the center panel of the wing.
Such fallure caused cessation of the test before complete information
was obtalned from the failures occurring in the outer panels, which were
the components of principal interest. In order to retard these center-
gsection failures, a reinforecing strip was riveted to the wing skin along
the full span of the center section in gll specimene subsequent to those
reported in reference 1. The location and size of this strip are shown
in figure 1. Straln-gage measurements, made to determine the effective-
ness of the reinforcement, indicated that the stresses were reduced only
in the immediate vicinity of the strip, which was the desired effect.

No measurable change was observed in the magnitude or distribution of
the stresses in the outer wing panels.

Instrumentation

In order to obtain information on the stresses present in the struc-
ture where fatigue failures occurred, the wings were instrumented with
a number of wire resistance strain gages with suiteble indicating equip-
ment for both static and dynsmic measurements. Most of these gages were
located so as to measure the nominal stress near the points where fatigue
failures originated on previous specimens. Other strain gages were used
to determine stress distributions in the wing. A detailed description
of the instrumentation is included in reference 1.

In order to increase the probsbility of early detection of fatigue
cracks and to reduce the time spent in visual inspection, a fatigue-crack
detectlon system was used. This system of detection utilized small copper
wires cemented to the wing in the vicinity of stress raisers where fatigue
fallures were likely to occur. When a crack occurred and passed under
a wire, the wire broke and an alarm system was actuated. A more detailed
description of these detector wires and of tests to determine their sen-
sitivity is included as appendix A. The detector-wire locations, as well
as most of the strain-gage locations, are shown in figure 2.
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Tests and Procedure.

The tests were accomplished by the resonant-frequency method, uti-
lizing concentrated masses to reproduce the 1l g stresses at a selected
wing station. Span station 214, measured in inches from the airplene
center line, was selected as the wing station at which to reproduce these
stresses (ref. 1). Concentrated masses, for attachment to the wing, were
then proportioned and located in such a way that the 1 g bending moment,
shear, and torque at span station 214 were closely reproduced for the
level-flight, low-angle-of-attack condition. Actually, the bending
moment was rather closely reproduced not only at span station 214 but
also over a considerable portion of the span, as can be seen 1n figure 3.

A specimen is shown mounted and ready for test in figure 4. A
detailed description of the fatigue machine and the preparation of the
specimens for testing is included in reference 1.

The tests were carried out by vibrating the wings at their funda-
mental bending frequency of 108 cycles per minute with the fatigue machine
previously mentioned. Frequent visual inspections of the wings through-
out the tests supplemented the indlications from the fatigue-crack detector
wires. Chordwise stress-distribution surveys were made on several of
the wings. At various times throughout the tests, the output of all
strain gages was recorded to check for uniformity of loading. In addi-
tion, damping tests were made periodically during the testing of several

specimens.

Tests have been conducted at four different alternating load levels.
These alternating load levels were 22, 14, 9 and 7; percent of the design

ultimate load factor, which correspond to alrplane incremental load fac=~
tors Mn of 1.0, 0.625, 0.425, and 0.35, respectively. The design ulti-
mate load factor was based on the gust requirement. Two complete wings
were tested at the highest level, three at the next highest, two st the
next, and one at the lowest. All tests were conducted with a 1 g or
level-flight mean load given by the concentrated masses attached to the

wing.

The testing of a specimen was continued until a fatigue failure
occurred, at which time the number of load cycles applied was noted.
For purposes of this investigation, initial fatigue fallure is defined

as & break in the material of the wing that-is approximately % inch

long and as deep as the material in which it originated. If the fail-
ure occurred In the wing center section it was ususlly repaired in order
to continue the testing of the outer panels. The method used for these
repeirs is described in appendix B. When a failure occurred in the outer
panel it was allowed to grow and the rate and manner of crack propaga-
tion was noted. Although none of the fatigue tests was continued to
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complete or final feilure of the wing, the number of cycles to final
fallure was estlmated from the crack-propagation curves.

RESULTS AND DISCUSSION

Classification and Description of Failures

All the fallures that were observed are listed in teble 1. For
identification purposes the fallures are numbered in order of their
occurrence at each test level. All feilures were classified according
to their origin, as follows:

Type I Corners of inspection cutouts
Type 1II Riveted tension Jjoints

Type IIT Riveted shear Jjoints

Type IV Inspection-cutout reinforcements
Type V Miscellaneous discontinuities

The five types and thelr locations are shown in the plan view of the
tension surface in figure 5, and are illustrated in figures 6 and 7.
Most of these types of failures occurred in stress raisers which would
be present in similer form on almost eny metal alrcraft structure.

The type I failures originated in the corners of inspection cute
outs B, F, G, and H, and examples are shown in figures 6(a) and 6(b).
These cutouts had non-load-carrying covers and were all at span sta-
tion 214%. Most of the failures occurred in the vicinity of the spar at
the 30-percent-chord position, which was the most highly stressed region
as indicated by the chordwise stress-distribution survey at this station.
Since span station 214 contained numerous cutouts, doublers, and other
discontinuities and therefore yielded an irregular stress distribution,
another chordwise survey was made at span station 235, which was the
nearest station that was free of these discontinuitles. The gages used
in these surveys were oriented so as to measure the strain in a spanwise
direction. The results of these surveys are presented in figure 8, slong
with a cross section of the tension surface at span station 214%. This
figure indicates that for both of these stations the highest stress occurs
in the vicinity of the 30-percent spar.

The type II fallures, which originated in riveted tension Joints,
all occurred st span station 32 inside the fuselage in the vicinity of
the 30-percent spar. A photograph of this type of fallure is shown as
figure 6(c). A chordwise distribution of stress at span station 32 was
included in reference 1 and Indicated that the higher stresses sagain
occurred in the vieinity of the 30-percent spar. These failures were
consistent during the earlier tests but did not occur during the later
tests because of the reinforcing strip previously described.
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The type III faillures occurred at span station 120 in the riveted.
joint connecting the shear web to the tension flangé of the front spar.
Since this location was very difficult to photograph, a drawing of the
details of this joint is shown in figure 7. The cracks usually progressed
vertically through the shear web and were accompanied by a crack in a
small piece of skin over the spar cap. o ' -

The type IV failures occurred in internal reinforcing doubler plates
around cutouts D and E, located outboard of span station 214 and immedi-
ately forward of the 30-percent spar. A photograph of this type of fall~
ure is presented as figure 6(d). These cutouts had cover plates that
were Tastened to the reinforcing doubler plate with machine screws and
channel nuts. The failures originated in the screw holes on some wings
and In the smaller-radius corner of the internal doubler plate on others,
frequently occurring very early in a test. These fallures spread into
the skin on only two occasions but in no case did they grow to more than
a few inches in length.

Type V includes all the failures that ecould not be classified in
one of the preceeding types. Several fallure locatlions are included in
this type, but at only three of these did failures repeatedly occur.

One of these. locetlons was in a joggle in an external doubler plate about

3 inches outboard of the wing attach angle and directly over the 30~percent

spar. These fallures occurred only at the two highest load levels and

an example is presented in figure 6(e). Another type V failure occurred
in the skin at the edge of the external attach-angle doubler plate,
between the 30-percent spar and cutout B. A photograph of this failure
location is presented as figure 6(f). Strain-gage measurements indicated

this region to have a higher nominal stress than any other locatlion where

strain-gage measurements were made. These failures occurred at every =
test level. Another failure location of type V was inside the engine
nacelles at span station 180 in a doubler plate over the front spar. A
notch had been cut in the edge of the doubler plate to allow clearance’
for the rotation of the landing-gear strut during extension and retrec-
tion of the landing gear, and the failures started either in the notch
or at & rivet near the notch. In some cases the notch had been hand cut
and in others the notch was cut by rotation of the landing-gear strut
itself. A photograph of this failure is presented as figure 6(g).

Consideration of all the failures that were observed in locations
not affected by the center-section reinforcement indicates that fallures
occurred in a greater number of locations as the load level was increased.
This situation 1s consistent with observations made in some fatigue tests
of small specimens, particularly rotating beams, in which more small
cracks occurred, other than the one which caused specimen failure, as the
stress level was increased (ref. 2). '

I
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Scatter in Fatigue Life

From table 1 it can be seen that at any alternating load level there
is considerable scatter in the fatigue 1life. When the lifetime data for
initial fallure given in table 1 were considered statistically and plotted
in the form of probablility curves it was found that the probability of
fallure or survival at any load level was 1ln reasonably good agreement
with the statistical theory of extreme values given in reference 3.

There are, however, some differences in the manner in which the full-
scale fatigue data for the C-46 and the small-specimen data of refer-

ence 3 were obtained. Xach small specimen yielded one date point, whereas
failures occurred at several locations on each of the full-scale speci-
mens. However, failures did not occur at all of these locations on each
full-scale specimen. On some of the C-L46 wings a failure could not occur
at one location because the growth of a fallure at another location caused
the test to be discontinued. The probability curves drawn for the C-46
were therefore considered to indicate the probability that any failure
would occur on the test wings regardless of location.

From the probability curves, date were obtained with which to plot
the load-lifetime disgram of figure 9, in which & scatter band is shown.
This scatter band indicates the limits within which 95 percent of all
failures should occur at each level, as determined by the theory of
extreme values. Also shown in this figure are the actual data points
obtained from the fatigue tests.

The scatter in fatigue life for all failures that occurred in these
tests was comparable to the scatter that has been obtained in tests of
small specimens of the same material (ref. 4). In addition, these data
indicate no significant trends in scabtter with the load level.

Stress~Concentration Factors

An importent factor which must enter into any fatigue-strength
consideration of an aircraft structure is the reduction in fatigue
strength caused by stress raisers, which are always present. Therefore,
the relative magnitude of effective stress~concentration factors or
fatigue~strength-reduction factors has been determined for each of the
stress raisers where fatigue fallures originated on the test wings. At
the present time there is no single method that 1s generally accepted
for determining this factor when a mean stress other than zero is pres-
ent. In view of this fact, the effective stress-concentration factor
was determined by three methods. These three methods are as follows:
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Kp, = Alternating stress in an umnotched specimen
1 Nominal alternating stress in the test specimen

(at the same mean stress and lifetime)

K Maximum stress in an unnotched specimen
Fo = Nominal meximum stress in the test specimen

(at the same load ratio and lifetime)

Meximum stress in an unnotched specimen

Ky, = — —
3 Nominel maximum stress in the test specimen

(at the same mean stress and lifetime)

The basic fatigue data for unnotched specimens were obtalned from
references 4t and 5. The stresses in the test specimen were measured
with wire resistance strain gages, located so as to measure the nominal
stress in the vicinity of the stress raisers. The measured mean and
alternating stresses, and the concentration factors KFl, KFE’ and K?B

are listed in teble 1. The KFQ definition was used to determine the

effective stress-concentration factors in reference 1. It can be seen

that considerable variation in the effective stress-concentration factor -
can exist, depending on the menner in which it is defined. Since a mean

stress corresponding to a 1 g loading was used throughout these tests

and only the alternating load was changed for each test level, the KFl L

definition of the effective stress-concentration factor appears best to
£it this type of test.

The range of concentration factor KFl occurring at each load level

for the five types of failures is shown in table 2. It can be noted from
this table that the concentratlion factor tends to decrease with increasing
load level. This trend is shown graphically in figure 10 for several
locations where failures occurred at more than one load level. The trend
is assumed to be caused by the increasing effects of plesticlty associated
with higher stresses as the load level is increased. Both Kp, and KF5

show the same decreasing trend with increasing load level that KFl does,
but In the case of KF5 the trend 1s not very apparent because of the

lower magnitudes involved.
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Crack Propagation

The growth of all fatigue cracks was observed during the course of
the tests. In figure 11 the growth of typical failures is plotted for
each of the test levels. In order to put all failures on the same com-~
parative basis, the percentage of tension material failed in a cross
section of the wing is plotted against the percentage of lifetime to
final failure. In this figure it can be noted that 811 of the curves
have the same general shape. In each case the failure grew slowly until
8 certain percentage of the tension meteriasl had failed. At this point,
defined as the critical point, the growth of the cracks became very rapid.
The percentage of tension material that had failed at the critical point
decreased with increasing load level. For the 0.35g level the smount of
tension material that had failed at the critical point was about 10 per-
cent; for the 0.425g level, about 9 percent; for the 0.625g level, about
6 percent; and for the 1.0g level, about 2 percent. This critical point
occurred at about 95 percent of the lifetime to final failure for gll
test levels. Tests of all speclmens were continued until the critical
point had been determined.

The propagation curves for the tests at the higher load levels were
smooth and regular while the curves for the lower load levels had a tend-
ency to be somewhat irregular. Stiffeners in the wing caused the crack
growth to be temporarlly retarded at the lower load levels, whereas the
crack growth was not retarded by stiffeners at the higher load levels.

It can be seen from this figure that as much as 25 to 40 percent of
the final lifetime remains after the inception of the fatigue failure.
This situation might indicate that considerable time would exist in a
service sirplane of simllar construction in which to detect and repair
e fatigue crack before the failure reached serious proportions. It
should be emphasized, however, that the data presented were obtained
from constant-amplitude tests and are not necessarily representative
of the propagation of a crack under variable-amplitude service loadings.

Effect of Fatigue Damage on Natural Frequency and Damping

Since these tests were accomplished at the resonant freguency of
the test wings and the damping of these wings was very low (ref. 6),
the test method itself gave a good indication of the effects of fatigue
damege on the natural frequency and damping. Any change in the natural
frejuency or damping would be indicated by a change in the amplitude of
vibration. No such change In amplitude was noted during the course of
the tests prior to the development of a fatigue crack. Even after s
fatigue crack had originated the natural frequency decreased only 2 per-
cent when as much as 55 percent of the tension material had failed.
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An additional investigation was conducted to determine whether the.
damping characteristics of the test specimens changed during the tests.
Damping measurements were obtained from the rate of decay of free vibra-
tions of several specimens periodically during the tests. These measure-
ments showed no spprecisble change in the structural damping of the test
specimens before the development of fatigue failures or even until the
failures were of considerable size.

Measurements of the natural frequency or structural damping char-
acteristics would, therefore, appear to be of no practlcal value as an
indication of incipient fatigue failure.

Fetigue Life

The number of cycles to initial failure 1is included in table 1.
The fatigue life for this structure at the various test levels appeared
in figure 9 in the form of & load-lifetime dlagram. This figure showed
the load-lifetime diagrem for initial fallure, aes previously defined,
for all failures that occurred during the tests. For no apparent reason
some of these failures never grew to more than an inch in length, while
others grew to a considerable size. In figure 12 is shown the load-
lifetime disgram of initial and final faillure for those faillures that
grew until their respective crack-propagation curves indicated that the
critical percentage of tension material had failed. The number of cycles
to final failure, estimated from the individual crack-propagation curves
for each of the failures, is listed in table 1. It is evident from the
rate of crack growth indicated by the curves of figure 11 that this esti-
mate would not be much in error.

The load-lifetime dlsgram for finsl failure is presented in fig-
ure 13, along with results of fatigue tests on a number of other alr-
plane structures taken from references 7 to 10. The load is given in
percent of the ultimaste static strength of the structure. It can be
seen from this figure that all of the full-scale data presented lie
within a comparatively narrow scatter band, considering the fact that
the data include different types of airplanes and components with many
types of stress raisers. Full-scale fatigue data from other airplanes
have been found to fall within the scatter of the data that are presented.

A1l the points were corrected to a load ratlo of zero by means of
constant-lifetime disgrams for unnotched specimens from references 4
and 11. The load ratio R is deflned as the ratio of the minimum load
to the meximum loed in a loading cycle. A1l corrections were relstively
small except for those points corrected from R = -1. The Meteor 4
tailplenes were tested at a load ratio of R = -1 while the remainder
of the structures were tested at R = 0 or small positive R values.

il



NACA TN 3190 11

Since the ordinate of figure 13 is based on the ultimate strength
of the structures and since fatigue failures occurred principally on the
tension surface, the load-lifetime comparison could best be made on the
basis of the ultimate strength of that surface. In the static tests to
determine the ultimate strength of the structures in references 7 to 10,
the P-51 wing and Meteor 4 tailplane failed in compression while the
remaining structures failed in tension. The C-46 curve in this figure
1s based on the design ultimate strength of the wing, because the actual
ultimate strength is iumknown. In static tests performed by the U. S.
Air Force the wing falled in compression at 95 percent of the design
ultimate load, and was subsequently reinforced but not retested.

If, in the case of those structures which falled in compression,
the strength of the tension surface is assumed to be greater than the
strength used in the comparison of figure 13, the load-lifetime curves
would be shifted downward. This downward shift would very likely result
in even less scatter in the data of this figure than is now present.

CONCLUDING REMARKS

Constant-amplitude fatigue tests have been conducted on eight
complete C-46 airplane wings at four different alternating load levels,
utilizing a mean load of 1 g in all tests. All fatigue failures were
clagsified into five types according to the structural stress raisers
in which they originated, and these types were considered to be represent=
ative of the stress reisers common to most aircraft structures.

Effective stress-concentration factors, which were calculated by
several methods for each of the stress ralsers wvhere fallures occurred,
were found to decrease with increasing load level.

The scatter for all failures at each test level was found to be
comparable to the scatter that has been obtained in tests on small speci-
mens of the same material.

Fatigue-crack propagetion was investigated and it was found that
failures grew slowly until a critical percentage of tension material had
failed, after which propagation of the cracks became very repid. This
critical percentage was found to vary inversely with the load level, and
occurred at about 95 percent of the lifetime to finel failure.
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The load-lifetime relationship of the test structure compared
favorably with the results of fatigue tests on a number of other full-
scale structures. All of the full-scale data that were compared were
found to be within a relatively narrow scatter band.

Langley Aeronsutical Laboratory,
Netional Advisory Committee for Aeronsutics,
Langley Field, Va., February 26, 1954.
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APPENDIX A

NOTES ON THE USE OF BONDED WIRES TO DETECT FATIGUE CRACKS

By M. H. Levin

Introduction

In connection with the investigetion of the fatigue strength of
full-scale airplane wing structures, a need arose for a means of
detecting small fatigue cracks, The application of bonded wires
appeared to be the most satisfactory solution to the problem. These
small wires were cemented to the structure where fatlgue failures were
likely to occur. When & fatigue crack did occur and passed under the
wire, an extremely high strain resulted in the wire over a very small
length, ceusing failure of the wire. By use of an electrical circuit,
a break in a detector wire caused by a fatigue crack could actuate a
warning system and thus materially reduce the time spent in visual
inspection.

The combination of 0.002-inch-dismeter annesled copper wire and
Duco cement had previously been used to detect fatigue cracks (ref. 12).
Other combinations of wires and cements had also been used, but no quan-
titative informaetion could be found regarding the crack-detection sensi-
tivity of these bonded wires. Because of this lack of information it was
decided to investigate some commercially available combinations of wire
types, wire sizes, and cements.

Tests and Results

A typical test specimen is shown in figure 1l4. These test specimens
were cut from 0.032-inch-thick 24LS-T aluminum-alloy sheet and contained
& stress raiser in the form of a drilled hole or notch to localize the
area of fatigue-crack formation.

The fatigue-crack detector wire was placed in series with a
voltage source and relay. The failure of the wire opened the relay and
actuated clrcuits that interrupted the power to the testing machine.

The width of the fatigue crack directly beneath the detector wire was
teken to be a measure of the sensitivity of the wire and cement combina-
tion. Annealed copper wire was used in most of the tests and the
sensitivity of several sizes was determined. Four different bonding
agents were tested with one size of the annealed copper wire. These
were Duco, Bakelite, and Polymerin cements and Paraplex P-4t3 compound.
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A summary of the results is presented in table 3. It was found
that both the 0.002-inch-diameter and. 0.0012~inch~diameter Formex insu-
lated annealed copper wire when used with Duco cement detected fatigue
cracks after they had attained widths of 0.00022 to 0.00067 inch. These
wire and cement combinations proved to be the most sensitive and easiest
to apply of the combinations tested; however, the 0.0012-inch-diemeter ~
wire falled in some instances without the presence of a crack in the
sheet specimen. ~

Application to a Full-Scale Structure

As a result of the investigation just described, the combination
of 0.002-inch-diameter Formex insulated annealed copper wire bonded with
Duco cement was used to indicate the presendé‘of small cracks in the
fatigue tests of C-46 wings. In many instances 1t was impossible to
detect o fatigue crack with the naked eye after a detector wire had
indicated that one was present. In some cases the crack could not be
seen even with the aid of a 20-power microscope. After additional
cycles of.load were applied, however, the crack usually became visible
at the location indicated by the wire. — :

The application of these detector wlres to the fatigue tests of
full-scale wings required a multiwire installation. One channel of the
system used is shown schematically in figure 15. When a fatigue crack
caused fallure of the detector wlre the neornlamp would be extinguished
and the Thyratron tube would actuate the alarm circuit. By the use of a
four-pole, 360 rpm selector switch, it was possible to provide, in a

compact arrangement, dependable fatigue-crack indications for 56 circuits. “_'

Tn the process of working out suitsble indicating circuits it was found
that the installed annealed copper wires would safely carry currents to
0.2 ampere, and with the added insulation afforded by the Duco cement
the working voltage between the wire and the test surface could be as
high as 150 volts d.c.

The installation procedures for these wlres was very similar to that
used in the installation of resistence wire strain gages, and considerable
care and cleanliness was required in order to obtain dependable
indications.
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APPENDIX B

NOTES ON LAMINATED FIBER GLASS FOR STRUCTURAL REPATR

DURING FATIGUE TESTS ON C-46 WINGS

In fatigue tests of the first few C-4t6 wings 1t was found that,
under the test loading, fatigue failures occurred not only in the outer
penels but also in the center panel of the wing. TIf these center-panel
failures were allowed to propagate unimpeded, complete failure of the
center section might result, causing cessation of the test before all
the desired information was obtained from the outer panels, which were
the components of primaery interest. Some type of repair of these center-
panel failures in the early stage of their development was therefore nec-
essary. It was found that riveted sheet-metal repairs were unsatisfactory
because of the cost and time regquired. In addition, transfer of load from
the wing structure to the sheet-metal patch without considerable stress
concentration at the edge of the patch was difficult to obtain. An invesw
tigation of other possible methods of structural repair indicated that
reinforcement with laminated fiber-~glass fabric might prove to be satis-
factory. Accordingly, a fiber-glass repair method, suggested by
Mr. R. E. Little and developed by Mr. Charles B. King, both of the Langley
Aeroneutical Laboratory, was utilized, where necessary, on all subsequent
wings thet were fatigue tested. This method proved to be entirely satis=
factory, and reduced the cost and time required for repairs by a consider-
able amount.

All fatigue cracks which were repaired by this method extended in
essentially a chordwise direction on the tension surface of the wing.
The patches were therefore designed principally to carry tension loads
in a spanwise direction. For these fatigue tests the tension surface
of the wing was the upper surface since the wing was mounted in the
inverted position. The size of the patch required for satisfactory
reinforcement naturally depended to some extent on the size of the
fatigue crack to be repaired. The length and width of the reinforcement
were determined by & generous estimation of the bond ares necessary to
secure adequate transfer of load from the wing structure to the fiber-
glass reinforcement. Since the modulus of elasticity of the reinforeing
material was considerebly less than that of the aluminum wing structure,
the thickness of reinforcement used was about five times the thickness
of the structure to be repaired, so that both had about the same stiff-
ness. All reinforcements were laminated from 10 to 16 layers of fiber-
glass cloth arranged in a tapering stack which reached its maximum or
design thickness over the fatigue crack. This arrangement is shown
schematically in figure 16.
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Before applying the flber-glass reinforcement, all traces of dirt,
oll, grease, and synthetic finish were removed from the area to be
repaired with a sulitable solvent, and the area was then sandblasted with
fine lske sand to improve the adhesion of the synthetic laminating resin
to the bare metal.

Glass fabric plies 0.018 inch thick were laminated on the metal
structure, using a blend of unsaturated polyester resins mixed with a
catalyst and accelerator to insure a complete cure of the laminating
resin at room temperature.

A thin coat of laminating resin was applied to the prepared surface
end a taillored ply of glass fabric was placed in position and smoothed
out to eliminate air entrapped beneath the ply and insure that the fabric
conformed to irregular contours such as rivet heads. Additional resin
was used to completely impregnate the fegbric ply, and the remaining
layers of fabric were epplied and impregnated in sequence in the same
manner. The completed reinforcement was covered with a polyvinyl-
alcochol plastic film, to which the resin would not adhere, so that a
uniform pressure of sbout 2 to 4 pounds per square Iinch could be applied
to force out any entrapped air and excess resin. It was found advantageous
to speed. up the curing of the polyester resin by heating the laminate to
sbout 150° F with portable infrered lamps. The average elapsed time
required to accomplish one of these repairs was about 10 hours.

A number of these fiber-glass reinforcements have been used in the
fatigue tests of the C-46 wings to repair structural demsge resulting
from fatigue cracks of several different types ranging in length from
l/h inch to 12 inches. Two typlcal repeirs are shown in figure 1T7.

Part (a) of this figure shows the repalr of a failure in a riveted
tension Jjoint at span station 32 similar to the failure shown in fig-
ure 6(c). Part (b) of figure 17 shows the repair of a failure inside
the englne nacelle similar to the failure shown in figure 6(g). The
latter location illustrates how these fiber-glass reinforcements may be
cut to conform to various structural discontinuities. Repalrs have also
been made to the shear web of the front spar in the wing center section
at station 120, TIn this case the fiber-glass reinforcement was applied
to a vertical surface without great difficulty.

In one case 1t became necessary to patch a failure in the outer
panel. Failure of the 30-percent spar cap and several inches of skin
was successfully repaired by using thicker laminations of fiber glass on
the skin over the 30-percent spar cap. This wing was then used as a
"dummy" wing to allow more complete crack-propagation information to be
obtained from other outer wing panels.

It 18 estimated that some of the reinforcements, applied after
failure originated, incressed the fatigue life of the wing cenfer sectlon
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by & factor greater than 2, GSeveral of the repaired areas were cut from

the structure and examined after completion of the fatigue test. It was

found that in no case had the fatigue crack grown after the reinforcement
had been applied.

In view of the fact that this method of fiber-glass repair has
proved so successful in this application, it appears that this technique
might be applicable to other types of structural testing as well as to
the temporary repair of minor damasge in actual service airplanes. In
the latter case it might serve as a quick and economlcal reinforcement
until such time as permanent repairs or replacements could be made.
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TARLE 1

BIMBARY OF DATA

(a) Anm1.000; R=0
Mexmured streza
(o) Cycles | K K K, [Mtnal fallure
Failrrs Losation of failnra Typa of 1g T Klter- to ¥ 2 1 of wing,
Lailure mean, | nating, | rallure cyalas
(a) (o) pel | psi
1 Interpal reinforeing doubler plate of inspsction v 6,000 | 6,000 34,830 173 L0 2.86
cutout E, station 239, (L, OF, 7)
2 Internsl reinforeing doublor plate of imspaction v 6,000 | f,000 | 39,830 b6 | K36 | 2,73
cutout E, station 239, (R, OP, 7)
Rdge of sxtarnal doukler plats, station 207, (L, CP, 7) v 9,600 | 9,60 | 82,200 | 2.8 | 2.16 | 1.4 130,000
L Interpal reinforcing doublar plate of inepectlon bl 6,260 | 6,260 | 60,275 3.60 | 3.70 | 2.lk
cutout D, statlon 228, (B, OF, T)
5 Imternsl rainforcing doublar plats of inspection v 6,260 | 6,260 | 76,550 361 | 3.40 | 2.30
outeut D, smtation 228, (L, O, 7)
[ Corner of inspection eutout F, station Z,(R, OF, 7) I 6,570 | 6,570 | 82,500 3.32 | 317 | 2.4 102,100
7 Ja in externa) doubler plate, statilon 195, v 4,850 | L,850 82,890 ST | Le29 | 2.79
L, OF, 7)
8 Oornar of inepection cutout H, station 21k, (L, 0P, 7) I 5210 | 5,210 | 91,00 L5 | 3.86 | 2.57
9 Corner of inspsotion ecutout H, station Z1h, (R, OP, 7) I 5,210 | 5,210 93,760 4.06 | 3.8 | 2.53
10 (W) Internal redinforcing doubler plate of lospection Iy 6,260 | 6,260 23,360 S5.11 | Lo65 | 3.06
cutout 1, station 228, (B, OP, 8)
1 Gutboard junoture of wing and nacells, station 180, v 7.190 | 7.190 28,560 L.23 3.92 2.62
(z, ¢8, 8) o o
12 (8) Cornor of inspection outout P, station 21,, (R, OP, 8) 1 6,570 | 6,570 ly2,000 b 3.93 2.54 67,000
1 Cormer of inspeciicn cubomt ¥, statisn 2, (5, o, ) i 6310 | 6,570 | 5500 | 3.85 1 373 | M3
14 (5) Internal reinforcing doublar plate of inspsotiocn v 6,260 | 6,260 Sh,270 3.97 | 3.82 | 2.8
cutoat D, station 228, (XL, OF, 8)
15 (3) Edge of exterral doubler plate, station 207, (L, OF, 8) v 9,640 | 9,640 56,740 2.57 | 2.b5 | 21.79 76,700
16 (8) Gorner of iospeation cutout H, station Zih, (L, OP, 8) I 5,210 | 5,70 73,670 L.38 | 4,13 | 2.60

Mtumbern in parentheses indicate fallires that occurred in same location.
Dratters in parentheses Tefer to the following: L, laft ving; R, right wving; C8,

Nuxbers in psrenthases refer to the order in which wing panals vere tested.
“Nominal atrass Yeiuos near point of failure.

center section;

0P, outer panal.
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{b) 4n = 0.625;

TAHE 1.- Contimed
SOBARY OF DATA

R= 0.1

Msasured stress
{o) Cycles x L K, [Fioal fallure
Failure Looation of failwre Type of Tz Alter- to 1 2 3 aof ving,
failure mesn,| nating,| fallure cyclas
(a) (») psi| psi
1 Rivetod tenslon joint, station 32, (L, €3, 1) g n,260| 7,00 | 170,632 | 2.6E | 2.33 | 1.62
2 Rivetsd tenslon joint, station 32, (R, C8, 1) b 10,200 | 7,000 [ 195,53k | 2,8, | 2.26 } 1.5
3 Corner of inspeoticn cutout ¥, station 21h,(R, 0P, 1) T 6,510 | L,110 { 195,53k | h.35 | 3.856 | 2429 292,000
h Joi'i.],’ ;n S:ml donbler plate, station 155, v ko 3,030 | 2oh,bhE | 583 | 5.8 | 2.88 183,000
»
H Cormer of inspection cutout H, station 21k, (L, 0P, 1) I 5,20 | 3,260 | 282,701 | 5.10 | L.ké | 2.57
mm j;l)lrtm of wing ant napslle, station 180, v 6,970 | h,350 | 71,371 | h.22 | 3.76 | 2.2
¢ ]
7 o\r(t.hiug, j;:;ctur- of wing wnd nagelle, station 180, ¥ 7,150 | hk90 | 171,371 | b2 | 3.4 | 2,20
8 Riveted shear joint, station 120, (B, CS, 2) ani 8,800 5,500 | 171,371 | 3.3k | 2.8 { L0
9 Biveted shesr jolnk, otatlon 120, (L, CS, 2) I 8,800 5,500 | 171,372 | 3.34 | 2.98 | .90
0 Jo, - in ;;)mm.u dovhler plate, station 189, v by7so| 2,970 | 27h,369 | S.62 | he92 | 2.78
8,
. H . f .
1n ) Riveked tension joint, station 32, (L, C8, 2) T 10,130 | 6,330 | 308,279 | 2.57 | 2.2 | L&
12 o{m u:g;ml doubler plate, statlon 207, 7 9,60 | 6,020 | 227,023 | 2.87 | 2.5 | 172 262,000
L]
13 m&o::ga J\lzl)!turn of wing and nacells, statian 135, v 6,130 3,830 | 32,664 | L.10 | 3.8, | 2.19
'y
1 (2) Riveted tansion jolsmi, station 32, (R, CB, 2) o 9,960 | 6,220 | 355,071 | 2,47 | 2.22 | 1.57
15 L’qg? m;«;ml docbler plate, station 207, v 9,8:0| 6,020 | 285,000 | 2,76 | 2.3 | 1.7 3hh,000
»
15 (h) J 4 D%n ;:);t.u-m. doubler plate, station 195, v k,850] 3,030 | 238,446 | 5.67 | 5.00 | 2,80
'y »
17 (5) Guz('!;r (;r !;)npuutinn outout H, station 21k, 1 5,210 1,260 251,799 | S.22 | L.5? 2.62
i L
Bfumbera in P indjcate fallurea thet ocourred in seme locetion.
bIetten io perevtheses refar to the follewing; L, lafth wing; R, right wing; CS, center section; OF, outer pansl.

Fothars in parenthesss refar to the ordar in which wins nomels wme taghed
chﬂmll&usvﬂmumwmtothilm-c.

il Polasl WOl THEutude
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(b) An = 0.625; R = 0.231 - Concluded
Measured atress
(c) Cyclea X K & Final fai
Failure Location of failure Type of T& | Klter to B ¥, 3 of ving,
fallure mean,| nating,| failars cyclas
(n) (v) Pl pal

18 (1) Outboard junctire of wing and neoslle, station v 7,190 h,090 | 78,120 | hush | LaSh | 2452

180, (L, c8, 3)
19 (6) Outhoard juncturs of wing apd nacells, v 6,970 1,350 | 119,733 | bh.MB | L.17 | 234

station 180, (R, C8, 3
20 {8) Rivated shear joint, station 120, (B, CS, 3) 1 8,590 | 5,370 | 143,170 | A.5h | 3.20 | L.98
21 (9) Riveted chear joint, station 120, (L, CS, 3) IIr 8,590 | 5,370 | 143,170 | 3.54 | 3.21 | L.98
22 (2, 14)] Rivetad tension joint, station 32, (B, C8, 3) I 10,950 | 6,840 | 164,463 | 2.72 | 2.43 | L.66
23 (1, 11)| Riveted tension joint, station 32, (L, CS, 3) o 10,910 | 6,820 [ 164,463 2,73 | 2.hh | 1.66
2l Front sper tonslon flange, atation 11, (L, €3, 3) y 7,730 W,830 | 217,096 | 3.62 | 3,20 | 2.1
25 Intsrnal reinforcing doubler plate of inspection Iy 6,260 | 3,910 1 2L5,2L5 | L.40 | .84 | 2.31

outout D, sbation 228, (R, OP, 3)
26 Corner of inspsotion outout H, station 21k, (R, OP, 3) I 5,20 | 3,560 | 245,245 | 5,25 | hefl | 2463
27 Internal reinforeing doubler plats of inspection w 6,000 | 3,750 | 220,072 | L.67 | L.10 | 2.42

autaut E, mtasion 239, (L, OF, 3)
28 (8, )| Riveted mhear joint, stetion 120, (R, 3, L) m 8,330 | 5,210 | 93,712 | k.00 | 3,72 | 2.15
29 Joggle in au)mml doublsr plate, station 195, v L,7h0| 2,960 | 33,558 | 5.37 | LT3 | 2.6B

R, OP, 3
30 (7, 18) mr?bau'd .;E:):.ctm of wing and nacells, station 180, v 7,190 | h,ho0 | 137,541 | L.38 | 405 | 2,30

1, C8,
n Corner of inapeation cutout B, station 214, (L, OF, 3) 1 6,150 | 3,850 | 268,103 | k39 1 3.8 | 2.30 3h2,000
32 (9, A1} Bivoted shear joint, statian 120, (L, C8, 4) IIX 6,330 ] 5,220 | 152,650 3.63 3.28 2,00
33 (5, 17} Corner of inspsation outout H, station 21, (L, OF, 3) I 5,210 | 3,560 | 298,000 5,03 L0 2,55
3L Corner of inspection outout G, statlom 206, (L, OP, 3) 1 5,530 | 3,ké0 | 302,169 | ha7h | La1bh | 2.bh

ll!I\lﬂ'n.ru in purentheses indicate feilures that cconrred in sawe location.

Platters in parsntheses rofer to the fallowing: 1, left wing; R, right wiog; CB, center section; (P, outer panel.
Humbers in parenthesos rafer to the order in which wing pabels were tested.

llmiml atreas valuss near polot of failura,
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TABLE 1. = Continued

SUMMARY CF DATA

(c) /= 0.425; R=0.105
) streas
{c) Cyoles "‘!' L K (¥insl fallure
Failure Location of failure Type of Tg | Liter- to 1 2 “Fg of wing,
failura mean, | nating, | failure cycles
{(a) () psi pai
1 Interpal reinforeing doubler plate of inspection v 6,260 | 2,660 211,387 | 6.54 5.60 1.38
cutout D, station 228, (L, OP, L)
2 Cornsr of inspection cutout H, station 21, I 5,210 | 2,210 602,753 | 5.96 | 5.25 | 2.h7
(1, OF, L)
Riveted shear joint, station 120, (L, CS, 5) 111 8,590 | 3,650 846,937 | 3.2 | 2.97 | 1.73
b Internal reinforcing dcubler plate of inspection v 6,260 | 2,660 918,469 | k.73 | h.03 2.11
cutout D, station 228, (R, OP, L)
5 m(;e ogp nrlr.sml doubler plate, station 207, v 9,640 | L,100 939,200 | 3,00 | 2.61 | 1.60 1,225,000
L, 0P, .
6 om(-.boand ;j\sn):ctnro of wing and nacells, station 180, v 7,190 | 3,060 995,800 | L.06 | 346 | L.92
L, 3,
7 mﬁ °fm ux'.b:rnal doublar plate, station 207, v 9,640 | 4,100 961,200 | 3.00 | 2.60 | 1.60 1,260,000
Navg vy &y
8 Go:(';:r O;f il):spoctinn outont H, station 21, I 5,210 | 2,200 | 1,123,647 | 5.55 | L.68 | 2.37
E
9 Cornar of inepection outont B, station 21k, (L, OP, 5) I 6,150 | 2,620 486,000 | 5.2 | La85 | 2.26 1,180,000
10 Corner of inspsction cutont B, station 21k, (R, OP, 5) I 6,160 | 2,620 485,000 | 5.23 | L.& | 2.26
11 (8) Oum Jtéu)x:ture of wing and nacells, station 180, v 7,180 | 3,060 518,053 [L.32 | 3.93 | 1.98
', ]
12 m?l];’om'cg jg!;ot‘ara of wing and pacelle, etatlon 180, \ 6,970 | 2,560 609,190 | hali2 | 3.91 | 2.02
)

i’]I‘u:.lﬂ:waz:xa in perenthesea indicate failures that occurred in eame location,

Pratters in parentheses rafer to the following: L, lef't wing; R, right wing; C8, center secticm; 0P, ocuter penel.

Numbers in parentheses refer to the order in which wing panels wers tested.

Cgominel stress values near point of failurs.

4]
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TABLE 1.- Concluded
SUMMARY OF DATA
(4) M = 0.3%0; R = 0.481

Measurad stress
{c) Cyclea Final failura
Failure Looatian of failure Type of 1g Altar— to Kli.1 52 x)‘3 of wing,
fallure mean,| pating, | failure oycles
(a) {b) psi’| psi
1 Internsl reinforeing douhler plate of inspaction 1y 6,000 | 2,100 580,978 | 6,33 | 5.h5 | 2.38
cutout E, atxtion 239, (L, OP, &)
2 Internal reinforcing doublar plate of inspection v 6,000 | 2,100 86,057 | 6.0u | 5.03 | 2.31
outout E, station 239, (R, OP, 6)
] Fd?a of extarnal doubler plate, atation 207, v 9,640 | 3,370 1,235,561 | 3.56 2,96 1.66 2,019,000
L, OP, 6)
L m:.gouég jTu:)rxtm of wing and nacaslls, staticn ‘180, v 1,190 | 2,520 | 1,193,000 | kW77 | L.OO | 1.98
¢ »
s Edgs of external doubler plate, station 207, v 9,600 | 3,370 | 1,060,000 |3.58 | 3.04 | 1.67 2,000,000
\R, OF, b}

u]lml'berl in prrentheses indicate feiliras that occurred in same losation.

Pistters in parentheses refer to the following: 1L, left wingy R, right wingj CB, center ssction; QF, outer penel,
Furibsrs in porentheses refer to the crder in which wing penels wers tested.

*Fandinal stress vnlues ncar point of faillure.
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TABLE 2
STRESS~CONCENTRATION FACTOR KFJ_

Test Type I, Type IT, | Type ITI, Type IV, Type V,
level corner of riveted riveted cutout miscellaneous
An 71 inspection| tension shear reinforce- discon-

cutout Jjoint Joint ment tinuities

0.350 | =mmmmommmn | mmmmmemee | e 6.0 to 6.3 | 3.6 to 4.8
A25 1 5.2 to 6.0 —mmmmmemea 3.k 4.7 to 6.5 | 3.0 to Lk.h
625 | bl to 5.3 2.5 to 2.7 { 3.3 to 4.0 | L.k to k.7 ] 2.8 to 5.8
1.000 } 3.3 t0 bolt | cmmmmcccee | e 3.6 to 5.1 | 2.3 to k.6
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TABLE 3
RESULTS OF TESTS ON -BONDED WIRES USED AS FATIGUE-CRACK INDICATORS
-t
Nominsel Nominal Width
Wire wire Cement |meimum C}ﬁes of crack -
insulation|gqgpmeter, stress, |, e [detected, Bemar
(=) in. psi in.
Formex Width of crack determined with test specimen
o F 0.002 Duco 18,700 281,000 | 0.00067 der peak tension losd )
Formex
Type F .002 Duco 26,200 52,500 .0003k4 Do.
Formex
Tvre T .002 Dueo (25,500 34,900| .000%9 Do.
Formex
Tyoe T .002 Duco  |28,200 11,800| .00022 Do.
Formex
Tvpe HF .0012 Duco  |22,500 9,300| .00035 Do.
Formex
o HF .0012 Duco 25,500 8,500 .00058 Do.
TForme;F .0012 Duco 9,220 353,000 | =—~===== Wire broke wlth no creck in specimen
Formex New wire mounted on preceding specimen; wire
Type HF -0012 Dueo 9,220 543,000 -—--—- sgein broke with no crack in specinea
FT°mfm .0012 Duco |18,800 976,500 | ~-—e~mn |Wire broke with mo crack in specimen
Forrex New wire mounted on preceding specimen; wire
Type HF -0012 Duco 18,800 166,500 | —-—-—— agein broke with no crack in specimen
gpfe; .002 Duco |15,100 | 7,80k,700| ———m-— |Test specimen did not fail
e .002 Duco |12,600 |10,640,000| —-mn-n — |Test specimen did not feil
Clamping and beking procedures required for
Formex cements caused formation of kinks in wires,
Type F -002 | Polymerin cracks in wire insulstion, snd difficulty in
locating wires in desired positlons
Formex
T ¥ .002 Bekelite ) Do.
Formax Paraplex Width of crack determined with no load on
Type F -002 P13 —-— | 2,185,200} .003 test specimen
Formex Paraplex
o ¥ .002 P43 29,850 | 2,207,900 ——————n Test specimen did not feil
Wire was difficult to handle and was easily
Engmel -00L Duco [------ | 352,400 | -——o- kinked; insuletion was easily cracked
Width of crack determined with no lcad on
Nonel .0015 Duco  |29,850 109,800} .00k test specimen

®Yire material vas annesled copper unless otherwlse steted.

bWi:re material was & copper-nickel alloy.
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30-percent~chord spar

TO-percent-chord spar

Front spar

Center-penel structure

Deteails of reinforcement strip
Hat-section stiffeners

Outer-panel structure

Flgure 1.~ Typical sections of wing.
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Fuselage
Station 235 214 155 60 52 g
Wing attech angle -
<>'. /‘ N\ P TO-percent-chord sper _
- u —
|
: " .. Tension surface | ]
’ of wing
"
u n
| |
| |
] |
|
|
u | |
[
u n
/—30-percent-chord spar E \
------- \ Front spar S8
/— =y |
'\ - L S
t
Slde of fuselsge /

------ Fatigue-~crack detector wire
¢ Strain-gege bridge (bending moment)

N Single strain gage

Figure 2.- Location of instrumentation on left wing.

same on right wing.

Installations are



Bending moment, in-1b

l(- "\
\\\ ——————— Design 1 g bending moment
\\‘\ —————— Applied bending moment
S

N

0 80 160 240 320

.Semispan station, in. from center line

Figure 3.~ Comparison of design and epplied bending moments for the 1 g level-~
flight condition.
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1,-80028,1
Figure k.~ General view of wing mounted for test in fatigue machine.
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Fuselage
Station 21L : 155 i .60 32 ¢

Wing attech angle

~percent-chord spar

o

Tension surface
of wing I

/ 30-percent-chord spar

Front spar

R

Side of fuselage /

Type I =~ Pailures origineting at the corners of inspection cutouts

»

Type II Faillures originating in riveted tension jointe
Type III Fallures originating in riveted shear joints

Type IV Fellures originating in inspectlon cutout reinforcements

°
|
¢
h
A

Figure 5.~ Locations and types of fatigue failures.

Type V Failuree origineting in miscellanecus discombinuities
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.

i
F
)
1

Pt —J\‘ u-- y bl e P s

L"'77922 c}-l-

(a) Type I failure at forward outboard corner of inspection cutout F.

Figure 6.~ Illustrations of some of the types of failures.
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L-T77923%.1
(b) Type I fallure at forward outboard corner of inspection cutout H.

. “Ei___i
L=65799.2
(c) Type II fallure in riveted tension jJoint.

Figure 6.~ Continued.
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(a) Type IV fallure in reinforecing doubler plate at inspection cutout D.
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(e) Type V failure in joggle in externsl reinforcing doubler plate.

Figure 6.- Continued.
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(£) Type V failure at edge of external reinforcing doubler plate between
cutout B and 30-percent-chord spar.
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(g) Type V failure inside engine nacelle.

Figure 6.- Concluded.
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Figure 7.- Detalls of riveted shear joint at span station 120 in which
type ITT fallures occurred.
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Figure 9.~ Load~lifetime dlagram for initisl failure showing scatter band
for 95~percent probabllity.
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Figure 10.- Efféct of load level on the stress-concentration factor.
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Figure 11.-~ Typlcal fatigue-crack propagation.
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Figure 12.- Load~lifetime diagram for fallures that grew past the
critical point.
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alser. Fatigue-crack

stress

Figure 14.- Test specimen with a hole as a

detector wire shown mounted close to hole.
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Figure 15.~ Schematic dlagrem of a one-channel fatigue-crack-detector-
wlre indicating circuit.
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Fiber-glass
reinforcement,

Figure 16.- Typlcal arrangement of fiber-glass reinforcement.
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Figure

NACA-Langley - 3-12-54 - 1000

(b) Inside engine nacelle.

17.- Examples of flber-glass repairs.
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